
PUR-PUX
DRINKING WATER

DN 1200 to 2000

06/17/2022

EPXRE63STD308

Flanged Socket (PUR-PUX) with Standard Joint DN1200-2000

DN Lu P Ø DI Ø B Mass
PN10

Mass
PN16

Mass
PN25 References PN10 References PN16 References PN25

mm mm mm mm mm kg kg kg    

1200 240 195 1263 1412 440 484 565 SSC12BE10UU please contact us please contact us

1400 310 255 1467 1600 716 768 897 please contact us please contact us please contact us

1500 360 280 1570 1742 898 986 - please contact us please contact us please contact us

1600 330 275 1673 1820 963 1046 - SSC16BE10UU please contact us please contact us

1800 387 258 1881.7 2038 1212 1305 - please contact us please contact us please contact us

2000 395 290 2089 2269 1659 1789 - please contact us please contact us please contact us

Field of use:

• Aggressive or soft waters
• For high corrosive soils, industrial pollution zones

Main characteristics:

• Internal-external coating: polyurethane coating in accordance with Standard EN 15655 (red epoxy coating inside the
socket)

• In conformity with EN 545:2010 and ISO 2531:2009

08/31/2020 1


	Flanged Socket (PUR-PUX) with Standard Joint DN1200-2000
	
	Related junction(s)
	Field of use:
	Main characteristics:

