
NATURAL
DRINKING WATER

DN 80 to 300
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ETGRE30STD140

Taper with Standard Joint DN80-300

DN Ø dn Lu P Ø DI Ø B p Ø di Mass References
mm mm mm mm mm mm mm mm kg  

80 60 103.5 85.0 101.4 167.5 82.0 80.2 7.1 NSA80VE0CNN2

100 60 100.0 88.0 121.4 187.5 82.0 80.2 7.8 NSB10VE0CNN2

100 80 104.5 88.0 121.4 187.5 85.0 101.4 8.7 NSB10VE0ENN2

125 60 150.0 91.0 147.4 214.5 82.0 80.2 9.9 NSB12VE0CNN2

125 80 120.0 91.0 147.4 214.5 85.0 101.4 10.2 NSB12VE0ENN2

125 100 105.5 91.0 147.4 214.5 88.0 121.4 10.7 NSB12VE0FNN2

150 60 200.0 94.0 173.4 241.0 82.0 80.2 12.8 NSB15VE0CNN2

150 80 170.0 94.0 173.4 241.0 85.0 101.4 13.2 NSB15VE0ENN2

150 100 130.0 94.0 173.4 241.0 88.0 121.4 13.2 NSB15VE0FNN2

150 125 107.0 94.0 173.4 241.0 91.0 147.4 13.8 NSB15VE0GNN2

200 100 230.0 100.0 225.5 294.0 88.0 121.4 19.1 NSB20VE0FNN2

200 125 180.0 100.0 225.5 294.0 91.0 148.4 19.1 NSB20VE0GNN2

200 150 125.0 100.0 225.5 294.0 94.0 173.4 19.3 NSB20VE0JNN2

250 125 275.0 105.0 277.8 351.0 91.0 147.4 23.4 NSB25VE0GNN2

250 200 125.0 105.0 277.3 351.0 100.0 225.5 22.2 NSB25VE0KNN2

300 200 225.0 110.0 329.8 408.3 100.0 226.2 32.0 NSB30VE0KNN2

300 250 125.0 110.0 329.8 408.3 105.0 277.8 36.0 NSB30VE0LNN2

Field of use:

• For drinking water networks

Main characteristics:

• Inside-Outside coating: Aquacoat fittings (AQB)
• In conformity with EN 545:2010 and ISO 2531:2009
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